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B200 Fridge/Freezer 
The range was designed and developed to Global Health cold 
chain specification and sponsored by the South African National 
Department of Health together with independent testing by the 
CSIR. 
The unit is ideal for storing vaccines and medicines that need 
reliable and stable conditions for full efficacy. 

Refrigeration
Fridge Capacity (Litres) 200
Freezer Capacity (Litres) 40
Temperature range °C - Fridge 2 to 8
Temperature range °C - Freezer -15 to -10

Features
 ※ Low Operating Sound Level  
 ※ Self-closing door  
 ※ Lockable latch
 ※ Digital Temperature Control
 ※ Temperature Display
 ※ Internal Light (LED)
 ※ Auto Light Switch
 ※ Even Temperature Distribution
 ※ High/Low Temperature Alarm
 ※ Voltage Protector
 ※ Door Open Alarm
 ※ Fan Assisted Cooling

Graph indicates how the B200 has a hold over time of 55hours, 33 minutes after the loss of power @ ambient of 32°C
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Holdover The unit was designed to maintain temperature 
during loss of power for over 55 hours at ambient temperature of  
32 ̊C. This assures that vaccines will retain its efficacy and shelf 
life during power outages.
Freezer compartment for freezing ice packs used in the 
transport of vaccines.
Robust  design that lasts.
These units have been in service around Southern Africa for the 
past 20 years, indictive of their durability
Includes  Voltage Protectors and a probe hole that 
allows for independent temperature monitoring equipment 
(*Pharmaceutical Regulations of 2015)

Refrigeration
Fridge Capacity (Litres) 200
Freezer Capacity (Litres) 40
Temperature range - Fridge 2°C - 8°C
Temperature range - Freezer -15°C to - 10°C
Max Ambient Temperature 43°C
Hold-over time at 32°C 55

Dimensions
External (HxWxD) 1725x650x710
Internal - Fridge (HxWxD) 920x450x535
Internal - Freexer (HxWxD) 210x450x535
Weight (Kg) 160
Shelves 5

Refrigeration System
The refrigerator consists of two independent 
condensing units, one dedicated to the fridge and 
the other to the freezer. The refrigerator temperature 
is controlled by a 2-stage digital controller. The 
first stage of the digital controller cools the unit 
by switching the compressor either on or off. The 
second stage of the digital controller is set to 
prevent freezing of the vaccine load. Should internal 
temperature near the freezing point, the controller 
switches on a heating unit to warm up the cabinet 
to prevent freezing.
An internal air fan is fitted to ensure even temperature 
profile across the fridge cabinet.

Alarms
Alarm indicates temperatures outside the 2 ̊C to      
8 ̊C range 

Secure  
The door is a self-closing, solid and lockable for 
added security

Additional   
All Minus40 product comes with 
- Operating and installation manual
- Voltage protector

Power Supply
Voltage (AC) 220V /50Hz
Refrigerant R134a
Rated Power Supply (Amps) 3

B200 
Features

5 Adjustable stainless steel 
shelves

Separate Freezer Door

Probe hole that allows for 
independent temperature 
monitoring


